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NAME:  

PETfelt  

 

DESCRIPTION:  

Sound-absorbing and anti-reverberation layers 

 

APPLICATIONS:  

• Wall with glue or double sided tape 

• Ceiling with glue or double sided tape 

• Furniture with glue or double sided tape 

• Upholstery, panels 

• Curtains 
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DIMENSIONS:  

• Length (min.) 2500 x H ±150 cm x THK 2 | 4,5 mm 

• Length (min.) 984.25 x H ± 59 in x THK 0.08 | 0.18 in 

NOTE: Custom cuts on request 
            PETfelt 4,5 mm (0.18 in), NO minimum length 2500 cm (984.25 in) 

 

WEIGHT:  

Thickness (+/-)              Weight 

• 2    mm (0.08 in)      420 gr/mtl - 0.92 lb/ft 

• 4,5 mm (0.18 in)      1200 gr/mtl - 0.2.6 lb/ft 
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COMPOSITION:  

• PETfelt - 100% PET 

 

COLOR DIFFERENCES:  

Slight differences between dyeing lots are considered normal 

 

INSTALLATION ADVICE:  

Slalom recommends installers with at least 4 years of experience in the installation of upholstery 

products 

• 2 mm (0.08 in): ONLY for upholstery 

• 4,5 mm (0.18 in): for surfaces 

 

RECYCLABILITY: 

Material made from recycled plastic bottles, recyclable product respecting the environment 

 

MAINTENANCE:  

Regularly and carefully use the vacuum cleaner with a smooth spout, or use soft bristle brushes 

or professional pads for padding and upholstery 
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CERTIFICATIONS:      

• FIRE REACTION CLASS UE:                    

   B-s2, d0 - OPTIONAL 

 

• FIRE REACTION CLASS USA:           

   Class A - ASTM E 84-18 – OPTIONAL 

 

• GREEN LABELS:                      

   GREENGUARD 

   GREENGUARDGOLD 

 

• SOUND ABSORPTION REPORT:            

   UNI EN ISO 354: 2003 

   UNI EN ISO 11654: 1998 

 

Felt (THK 4,5 mm | 0.18 in): 
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