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Product Information 

Vixagon VMT
PROFESSIONAL AUDIO / Hi-FI & HOME CINEMA / PUBLIC SPACES / WORKSPACES 
 

 

Description  
Vixagon VMT is a perfect solution to cushion and reduce sound levels in a cost-effective 
way. Vicoustic’s standard patterns and solid colors for the Vixagon VMT are stylish and 
work in many different aesthetics and particularly in strongly designed architectural 
spaces. This product can be used on walls and ceilings and adapted easily owing to its 
unique shape. 
A smaller and more compact version of Vixagon, Vixagon Mini, is also available, offering 
all of the same acoustic solutions, just in a smaller and more manageable size to create 
more intricate and creative patterns. The Vixagons Mini are packed in a really innovative 
way: we are using the same material as the product itself as packaging material. This 
will give the bonus of having extra Diamond shapes that can be used in conjunction with 
your Vixagon to create your art-work. 

Features  
• Light weight 
• Easy to Install 
• Easy to clean and maintain 
• High Performance in medium and high frequencies 
 

Performance  

      NRC: 20mm: 0.55;  40mm: 0.70 

Available Finishes*  
11 Collections 
• Natural Woods  
• Natural Stones 
• Concrete 
• Nature 

Solid Colors 

* Different batches may show a color variation 

Dimensions** 
a) 700 x 607 x 40mm / 27.6’’ x 23.9’’ x 1.6’’ 
b) 700 x 607 x 20 mm / 27,6’’ x 23,9’’ x 0,8’’ 
c) 355 x 305 x 20mm / 14’’ x 12’’ x 0,8’’ 
* *For each panel. Please notice that the dimensions of 

these panels have a tolerance of +/- 2mm  

Packing Information 
Units per box: a) 6, b) 12, c) 36 
Box:a) and c)745 x 645 x 240mm / 29.3'' x 25.4'' x 9.4'' 
| b) 745 x 645 x 395mm / 29.3'' x 25.4'' x 15.5'' 
Box Gross Weight: 7.4kg / 16.3lb 

Technical Information 
Material: VicPet Wool  

Fire Rating:  
• Europe: Euroclass B -s2, d0  
• USA: Class A (ASTM-E84) ; 20mm: Flame Spread: 

15; Smoke Development: 250; 40mm: Flame 
Spread: 0; Smoke Development: 10. 

Installation:Flexi Glue Ultra, Velcro,  VicFix 
Magnetic  

Certifications:  

More information 
www.vicoustic.com/product/vixagon-vmt
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